


California Proposition 65 Warning

 This product and related accessories contain 
chemicals known to the State of California to cause cancer, birth 
defects or other reproductive harm.

MODEL EEDD-29 PUMP UNIT ONLY
To mount pump to your engine, proceed as follows:

1. Loosen clamp assembly (Key No. 4C) on shaft extension. Position 
pump adapter on motor; insert engine shaft into shaft extension. 
BE SURE pump adapter pilot fits pilot bore in engine.

2. Attach pump adapter to engine using (4) 5/16 x 3/4” capscrews 
and lockwashers–(5/16-24 capscrews are required for engines with 
aluminum blocks, and 5/16-18 capscrews are required for engines with 
cast iron blocks).

3. 
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EXPLODED VIEW

       EEDD-29*
    EEDDH-29R EDDH-29R EDG-105 EDPH-29R
 Key Part  No. 3-1/2 HPPump  3-1/2 HP Pump  2 HP Pump  3-1/2 HP Pump
 No. Description  Used w/ or w/oEngine  w/Engine  w/Engine  w/Engine
 1 Gas Engine 1 U277-29BR U277-29R U277-10 U277-29R
 2 Grease Seal - Shaft 1 — — U9-42 —
 3 Water Slinger 1 — 17351-0009 C69-2 17351-0009
 4 Adapter 1 C2-49 C2-14B C2-14F C2-14B
 4A Spacer 1 C43-37 — — —
 4B Shaft Extension 1 C10-22 — — —
 4C Clamp Assembly 1 C111-1 — — —
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